
The Ruckus ZoneFlex 2925 is the �rst carrier-class 802.11g access point 

designed for the fast changing hotspot market.  It delivers a collection 

of features and functionality not available in any low-end consumer 

product or high end enterprise system.

The ZoneFlex 2925 is based on patent-pending Smart Wi-Fi technology 

that automatically adapts Wi-Fi signals to the changing environment. 

It is the ideal solution for operators who want to begin delivering the 

next step in hotspots services - such as voice over Wi-Fi, IP-based video, 

secure enterprise access and tiered Wi-Fi services.

The ZoneFlex 2925 uniquely integrates a specialized BeamFlex high-

gain smart antenna optimized for delay-sensitive traf�c such as voice 

and video. Triple Play-ready, the ZoneFlex 2925 dramatically extends 

Wi-Fi coverage thereby requiring fewer APs.

The ZoneFlex 2925 also delivers unsurpassed density - supporting up to 

20 concurrent voice calls, a dozen or more IP video streams (depending 

on end device and compression) and 50 data clients. Unique broadcast, 

QoS, security and management policies can be assigned to multiple 

SSIDs supported by the ZoneFlex 2925.

Integrated spectrum monitoring can be performed remotely to gain 

visibility into each hotpot for easier troubleshooting.  And adaptive con-

trols such as continuous channel selection and beam steering provide 

maximum resilience to the changing RF environment thereby ensuring 

highly satis�ed end users.

BENEFITS 

Enables new sources of revenue
With its multmedia support new Wi-Fi services such a 
voice, extending enterprise access, IP video and tiered 
service classes are now possible

Breakthrough range, density and capacity
Advanced antenna array and optimized traf�c engineering 
software delivers 20 Mbps of sustained video support,  
20 concurrent VoFi calls or 50 simultaneous data clients

Extended coverage means fewer APs
Directional, high-gain antennas give hotspot operators 
two to four times the coverage over typical APs

Optimized for voice over Wi-Fi
Specialized antenna hardware and signal path selection 
software designed for delay-sensitive, high-density Vo-Fi  

Triple Play ready
Combines automatic interference avoidance, dynamic 
signal path selection and enhanced traf�c engineering 
technology to uniquely support IP-based video streaming

Completely secure
Supports the latest link layer encryption, 802.1x authenti-
cation, security policies that can be applied per BSSID as 
well as DoS attack prevention

Flexible deployment options
Smart antenna array eliminates placement issues, multiple 
BSSIDs provide segregation of different services and con-
tinuous channel selection ensures optimum operation

Enhanced troubleshooting
Remote spectrum monitoring provides detailed informa-
tion about channels, frequencies, devices and interference

The �rst carrier-class, multimedia 

802.11g access point designed  

for hotspot operators

ZoneFlex 2925
Purpose-Built, Triple Play-Ready 802.11g Hotspot Access Point




